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Anti-rotational design

Design of upper body and braid ring allows
inspection.

Design prevents the rotation of swivel braid ring
Independent rotational movement of swivel braid
ring disables the rotation of cable.

Thus, amor wire of cable is protected from
rotation’s negative effects.

Wide Clamping Range With O-Ring Seal

In each size of Cold Flow Universal glands,O-ring
systemis used as an IP elementinstead of Compresion
Seal.

Camping range is provide by a o-ring seal.

New 453 Universal Cable Gland
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General Features

- Armor clamp
- Armour earth
- Inspection of cable clamping
- Compact design
- Available in:
M16 to M100
M 3/8" to 4" NPT

Operating Temperature - Seal Material

CR (chloroprene Rubber) VMQ (Silicone)
- 86C /-46C = 100°C/ - 60°C

Inspectibility of armour clamping

Design of upper body and braid ring allows
inspection.

In inspection, disassembly of upper body, cap
enables the visibility of armor wire between
grounding cone and swivel braid ring.
Integrity of assembly is easily controlled.

All information may be revised or changed by SHOMAL at anytime without prior notice or explanation.
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1 421-NEW | M16x1.5 421-U01 - 4.0-12.0

2 421-NEW | M20x1.5 421-U1 - 4.0-12.0

3 421-NEW | M20x1.5 421-U12 - 10.0-16.0
4 421-NEW | M25x1.5 421-U2 - 10.0-18.0
5 421-NEW | M25x1.5 421-U23 - 14.0-20.0
6 421-NEW | M32x1.5 421-U3 - 14.0-24.0
7 421-NEW | MA40x1.5 421-U4 - 22.0-32.0
8 421-NEW | M50x1.5 421-U56 - 35.0-44.0
9 421-NEW | M63x1.5 421-U67 - 46.0-56.0
10 421-NEW | M75x1.5 421-U78 - 60.0 - 69.0
11 453-NEW | M20x1.5 453-1SM 6.0-11.0 9.0-16.0

12 453-NEW | M20x1.5 453-1M 8.5-14.5 12.0-20.0
13 453-NEW | M25x1.5 453-25M 8.5-14.5 12.0-20.0
14 453-NEW | M25x1.5 453-2M 12.0-20.0 16.0-26.0
15 453-NEW | M32x1.5 453-3M 17.0-26.0 20.0-33.0
16 453-NEW | M40x1.5 453-4M 23.0-32.0 29.0-41.0
17 453-NEW | M50x1.5 453-5M 29.0-41.0 36.0-52.0
18 453-NEW | M63x1.5 453-6M 44.0 - 56.0 50.0-65.0
19 453-NEW | M75x1.5 453-75M 44.0 - 56.0 50.0-65.0
20 453-NEW | M75x1.5 453-7M 54.5-68.0 61.0-78.0
21 453-NEW | M90x1.5 453-8M 67.0-77.0 75.0-89.0
22 453-NEW | M100x1.5 453-SM 75.0-91.0 88.0-104.0




